Section Properties, Type B-36, B-30, and B-24 
	Type 
	Design 
Thickness 
	I 
In.4/Ft. 
	Sp 
In.3/Ft 
	Sn 
In.3/Ft 
	WEIGHT-PSF 

	Galv. 
	Ptd. 
	
	
	
	
	

	22 
	.0295 
	.164 
	.192 
	.198 
	1.81 
	1.73 

	20 
	.0358 
	.212 
	.243 
	.255 
	2.16 
	2.08 

	18 
	.0475 
	.306 
	.331 
	.341 
	2.85 
	2.77 


Allowable Uniform Total Load PSF-Type B-36, B-30, and B-24 
	SPANS (FT.)

	NUMBER
OF SPANS
	TYPE
	3.5
	4
	4.5
	5
	5.6
	6
	6.5
	7
	7.5
	8
	8.5
	9
	9.5
	10

	ONE
	22
	207
	158
	125
	101
	84
	70
	60
	52
	45
	40
	35
	31
	28
	25

	
	20
	262
	201
	158
	128
	106
	89
	76
	65
	57
	50
	44
	40
	36
	32

	
	18
	356
	273
	215
	175
	144
	121
	103
	89
	78
	68
	60
	54
	48
	44

	TWO
	22
	213
	163
	129
	105
	86
	73
	62
	53
	46
	41
	36
	32
	29
	26

	
	20
	275
	210
	166
	135
	111
	93
	80
	69
	60
	53
	47
	42
	37
	34

	
	18
	368
	281
	222
	180
	149
	125
	107
	92
	80
	70
	62
	56
	50
	45

	THREE
	22
	267
	204
	161
	131
	108
	91
	77
	67
	58
	51
	45
	40
	36
	33

	
	20
	343
	263
	208
	168
	139
	117
	100
	86
	75
	66
	58
	52
	47
	42

	
	18
	460
	352
	278
	225
	186
	156
	133
	115
	100
	88
	78
	70
	62
	56


Recommended Maximum Spans for Construction Maintenance Load 
Standard for 1.5" Wide Rib Roof Deck as Published by the SDI. 
	DESIGN 
	22GA 
	20GA 
	18GA 

	ONE SPAN 
	5'6" 
	6'3" 
	7'6" 

	TWO OR MORE SPANS 
	6'6" 
	7'5" 
	8'10" 

	MAX RECOMMENDED 
CANTILEVER SPANS 
	1'11" 
	2'4" 
	2'10" 


Factory Mutual Approved Spans for Cordeck's Wide Rib Roof Deck 
	22GA 
	6'0" 


	20GA 
	6'5" 


	18GA 
	7'5" 



	


